
SOLUTIONS PLUS CHEMICAL DATA

SP-1102 PLUS
All Purpose Cleaner


DESCRIPTION

SP-1102 PLUS is a concentrated, heavy duty alkaline cleaner with excellent cleaning and rinsing properties.  Especially formulated to remove a wide variety of soils from processing equipment, floors, and walls found in dairies, meat packing, canning, and beverage plants as well as trucks, locomotives, passenger cars, automobiles.  Removes bugs from automobiles and trucks, that have been on the road and have dried on the surface.  Removes carbon and oils from engine blocks and incrusted grease and is biodegradable.  SP-1102 PLUS also lubricates brushes on automatic truck, bus and car washes.

PROPERTIES
Form:							Clear liquid
Color:							Pale Yellow
Odor:							Mild
pH (concentrate):					12.9
pH (@1%):						10.9
Solubility:						Complete
Phosphates:						1% as elemental phosphorus
Flash Point:						None
Density:						9.01 lbs./gal.

USING PROCEDURES

Heavy soils 1:3 to 1:10, Medium soils 1:10 to 1:20, Light soils 1:25 to 1:75
General cleaning, 1:50 to 1:100.

DISPENSING

Chemical spray arches, steam guns, high pressure spray guns, brush.



Cleaning:  High soil lifting and emulsification properties.  Goes to work quickly and effectively.  Removes a variety of soils including food residues and over-the-road soils (oil, road grime, exhaust film).

Fortified:  Contains special selected detergents, corrosion inhibitors, organic solvents and water softening agents.  Quickly penetrates, loosens soil and suspends dirt so that it can be easily rinsed away.

Rinsing:  Rinses rapidly, freely and completely.

Safe To Use:  Use on aluminum, brass, concrete, cooper, galvanized, glass, iron, plastic, steel, tin, and zinc.

SP-1102 PLUS can be used on most paints found in the transportation industry and will not adversely affect glass or Plexiglas windows.

DIRECTIONS FOR USE

Hand brushing small parts:  Use at a concentration of 1/2 once to 1 ounce per gallon of warm water in a bucket or C.O.P. vat.  Rinse with plain water, brush parts, rinse with warm water and place on rack to air dry.  Sanitize as required.

Spray Cleaning Exteriors of Filters, Vats, Tanks and Walls:  Rinse thoroughly to remove all loose soil.  Apply the cleaning solution containing 1/3 to2 ounces per gallon of hot water through high pressure spray equipment.  Rinse thoroughly with potable water before solution dries.  Sanitize if desired and rinse with potable water if required.

Spray Cleaning Floors:  Remove all solid waste.  Apply the solution containing 1/3 to 4 ounces per gallon of 140 F to 170 F. water through high pressure equipment.  Extra heavy soil deposits can be brushed with a stiff bristle broom.  After the soil has been loosened, dissolved, or penetrated, rinse with high pressure clean water.

Automatic Floor Scrubbers:  This method is particularly recommended for cleaning heavily soiled floors.  Use 2 to 6 ounces per gallon of water.

Trucks, Trailers, Buses, Locomotives, Passenger Cars:  Spray onto units and let soak for one minute, then rinse.  Can be used with Shock System, spray on SP 9300 or SP 9100, let soak for one minute, then spray over top with no rinse in-between with SP-1102 PLUS, then rinse.

Steam Cleaning:  Use at 1:30 to 1:100 depending on soil.

Testing:  

1.  Rinse the Test Tube (S-0320) with the solution to be tested.
2.  Fill the Test Tube to the 10 ml. mark.
3.  Add 4-5 drops of Phenolphthalein Indicator.  Swirl to mix.
4.  Add 0.5N Sulfuric Acid drop wise, swirling to mix, until the color changes 
     from red to colorless.  Record the number of drops.
     Drops x 0.0364 = fl. oz./gal.

STORAGE

Keep from freezing.  If frozen, thaw and mix to make usable.

REGULATORY INFORMATION

A.  CLEANING COMPOUNDS

A1 Compounds for use as general cleaning agent on all surfaces, or for use with steam or mechanical cleaning devices in all department.

Before using these compounds, food products and packaging materials must be removed from the room or carefully protected.  After using these compounds, surfaces must be thoroughly rinsed with potable water.

CAUTION

DANGER:  ALKALINE LIQUID.  Can burns shin or eyes on contact.  Harmful if swallowed.  Do not get in eyes or on shin or clothing.  Do not take internally.
Avoid breathing vapor or mist.

In case of eye or shin contact, flush with plenty of cool water for at least 15 minutes.  Get immediate medical aid.  Remove contaminated shoes and clothing and wash before reuse.  If swallowed, give large amounts of water.  Do not induce vomiting.  Get immediate medical aid.  Never give anything by mouth to an unconscious person.  For inhalation remove the fresh air.  Treat symptoms.

Open drums slowly to vent.  Handle with rubber gloves, rubber apron, chemical goggles, face mask, and rubber boots.  Avoid breathing vapor or mist.  When preparing solutions or making additions, add only cool water with stirring.  Improper addition of this product can cause splashback, resulting in serious chemical burns.  Eye wash and safety shower, or some other means of washing product off personnel, must be immediately available.  Personnel handling this product should be acquainted with its characteristics and dangers.  
Keep out of reach of children.
Consult MSDS for complete safety information.

ATTENTION: When empty, container should be cleaned and rinsed before shipping.  When cleaned, DOT placards should be replaced or covered with plain placards before container can be shipped as empty container.
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